




Product features
>> �Medium capacity swing-bucket rotor with speed  
up to 3,234 × g (4,200 rpm)
>> �Broad range of adapters available to handle all  
common tube formats from 0.2 mL to 250 mL
>> �Aerodynamic round bucket design for up to 48 %  
energy savings compared to Rotor A-4-62
>> Rotor life time: max. 60,000 cycles
>> Buckets and adapters are autoclavable

New: Rotor S-4-72

Tube

Tube capacity (mL) 1.5/2.0 2.6–8 mL 5.5–12 9 Eppendorf Tube® 
5.0 mL

15 mL conical 50 mL conical 50 mL conical skirted 175–225 conical*2 250 mL flat

Max. tube diameter (Ø mm) 11 13 16 17.5 17 17 31 31 62
Max. vessel height (mm)*1 43 115 112 113 60 120 120 120 130
Max. vessel height for use with 
aerosol-tight lid*1 (mm)

– – – – – – – – –

Adapter options  
for Rotor S-4-72

Capacity per bucket/rotor 26/104 14/56 13/52 12/48 8/32 8/32 4/16 2/8 1/4 
Adapter bottom shape flat round round round conical conical conical flat flat
Centrifugation radius (mm) 159 159 157 158 163 164 164 153 161
Max. RCF (g-force) 3,136 3,136 3,096 3,116 3,215 3,234 3,234 3,017 3,175
Order no. (set of 2) 5804 794.001 5804 789.008 5804 791.002 5804 792.009 5804 793.005 5804 783.000 5804 784.006 5804 785.002 5804 787.005
*1 Exceeding the maximum tube length may reduce the loading capacity of the rotor. 
*2 Please note that these conical flasks need to be used together with a conical form insert provided by the flask manufacturer.
*3 �Please note that a software upgrade will be necessary for older centrifuges when using Rotor S-4-72.  

Please contact your local Eppendorf organization or dealer for further information



Ordering information
Description Max. rot. speed (rpm) Max. rcf (× g) Rotor radius (cm) Order no.
Rotor S-4-72*3, incl. 4 × 250 mL round buckets  4,200 3,234 16.0  5804 746.007

Tube

Tube capacity (mL) 1.5/2.0 2.6–8 mL 5.5–12 9 Eppendorf Tube® 
5.0 mL

15 mL conical 50 mL conical 50 mL conical skirted 175–225 conical*2 250 mL flat

Max. tube diameter (Ø mm) 11 13 16 17.5 17 17 31 31 62
Max. vessel height (mm)*1 43 115 112 113 60 120 120 120 130
Max. vessel height for use with 
aerosol-tight lid*1 (mm)

– – – – – – – – –

Adapter options  
for Rotor S-4-72

Capacity per bucket/rotor 26/104 14/56 13/52 12/48 8/32 8/32 4/16 2/8 1/4 
Adapter bottom shape flat round round round conical conical conical flat flat
Centrifugation radius (mm) 159 159 157 158 163 164 164 153 161
Max. RCF (g-force) 3,136 3,136 3,096 3,116 3,215 3,234 3,234 3,017 3,175
Order no. (set of 2) 5804 794.001 5804 789.008 5804 791.002 5804 792.009 5804 793.005 5804 783.000 5804 784.006 5804 785.002 5804 787.005
*1 Exceeding the maximum tube length may reduce the loading capacity of the rotor. 
*2 Please note that these conical flasks need to be used together with a conical form insert provided by the flask manufacturer.
*3 �Please note that a software upgrade will be necessary for older centrifuges when using Rotor S-4-72.  

Please contact your local Eppendorf organization or dealer for further information
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Rotor A-4-44

Product features
>> �High-speed swing-bucket rotor for applications  
up to 4,500 × g (5,000 rpm)
>> �Rotor A-4-44 accommodates tubes  
from 0.2 mL to 100 mL
>> �Aerosol-tight caps*1 for safe centrifugation of hazardous 
samples optionally available
>> Rotor life time: max. 34,000 cycles
>> Rotor, buckets, caps and adapters are autoclavable

Tube
*3 *3 *3 *3 *3

Tube capacity (mL) 1.5/2 1.2–5 1.8–7 4–10 7–17 Eppendorf Tube®  
5.0 mL and 15 mL conical

7–18 18–30 50 mL conical 50 mL conical, 
skirted

30–50 50–75 80–100

Max. tube diameter (Ø mm) 11 11 13 16 17.5 17 20 26 31 31 31 35 45

Max. vessel height (mm)*2 111 105 108 108 110 121 107 110 122 122 122 119 114

Max. vessel height for use 
with aerosol-tight lid*1 (mm) 105 102 106 106 106  – 121 104 100  –  – 119  – 108 108 100

Adapter/bucket options  
for Rotor A-4-44

5804 737.008 

Capacity per bucket/rotor 12/48 14/56 9/36 7/28 6/24 4/16 2/8 4/16 2/8 2/8 1/4 1/4 1/4 1/4 1/4

Adapter bottom shape flat
flat with  
rubber mat

flat with  
rubber mat

flat with  
rubber mat

flat with  
rubber mat conical conical

flat with  
rubber mat

flat with  
rubber mat

flat w/conical 
form insert6 conical conical

flat with  
rubber mat

flat with  
rubber mat

flat with  
rubber mat

Centrifugation radius (cm) 14.8 15.0 15.0 15.0 15.0 15.5 15.7 15.0 15.0 16.1 15.5 15.7 15.0 15.0 15.0

Max. RCF (g-force) 4,100 4,200 4,200 4,200 4,200 4,300 4,400 4,200 4,200 4,500 4,300 4,400 4,200 4,200 4,200

Order no. (set of 2) 5804 751.000 5804 750.004 5804 752.007 5804 753.003 5804 754.000 5804 755.006 5804 717.007 5804 756.002 5804 757.009 5804 706.005*6 5804 758.005 5804 718.003 5804 759.001 5804 760.000 5804 761.006
*1 �Aerosol-tightness tested by Health Protection Agency, Porton Down, UK.
*2 �Exceeding the maximum tube length may reduce the loading capacity of the rotor.  

Please perform a manual swing-out test before starting the centrifuge run to make  
sure the tubes do not hit the rotor yoke.

*3 �For high g-forces we recommend using centrifuge tubes of Duran® glass. 
*4 �Reordering of 50 mL form inserts: 5804 728.009.
*5 �Max. load per bucket: 140 grams.
*6 Set of 4.



Ordering information
Description Max. rotational  

speed (rpm)
Max. rcf (× g) Rotor radius (cm) Order no.

Rotor A-4-44
Rotor A-4-44, incl. 4 × 100 mL rectangular buckets 5,000 4,400 15.7 5804 709.004
Rotor A-4-44, incl. four 2 × 50 mL buckets 5,000 4,500 16.1 5804 719.000
Buckets for Rotor A-4-44
Bucket, 100 mL rectangular, set of 4 5,000 4,400 15.7 5804 741.005
Bucket, 2 × 50 mL, set of 4 5,000 4,500 16.1 5804 706.005

Accessories
Aerosol-tight cap*1 for 100 mL rectangular bucket, set of 2 5804 712.005
Insert for 50 mL conical tubes, set of 8 5804 728.009
Spare rubber mat, for 100 mL bucket adapter, set of 4 5804 782.003
Spare adapter clamp, for 100 mL bucket adapter, set of 2 5804 781.007

Tube
*3 *3 *3 *3 *3

Tube capacity (mL) 1.5/2 1.2–5 1.8–7 4–10 7–17 Eppendorf Tube®  
5.0 mL and 15 mL conical

7–18 18–30 50 mL conical 50 mL conical, 
skirted

30–50 50–75 80–100

Max. tube diameter (Ø mm) 11 11 13 16 17.5 17 20 26 31 31 31 35 45

Max. vessel height (mm)*2 111 105 108 108 110 121 107 110 122 122 122 119 114

Max. vessel height for use 
with aerosol-tight lid*1 (mm) 105 102 106 106 106  – 121 104 100  –  – 119  – 108 108 100

Adapter/bucket options  
for Rotor A-4-44

5804 737.008 

Capacity per bucket/rotor 12/48 14/56 9/36 7/28 6/24 4/16 2/8 4/16 2/8 2/8 1/4 1/4 1/4 1/4 1/4

Adapter bottom shape flat
flat with  
rubber mat

flat with  
rubber mat

flat with  
rubber mat

flat with  
rubber mat conical conical

flat with  
rubber mat

flat with  
rubber mat

flat w/conical 
form insert6 conical conical

flat with  
rubber mat

flat with  
rubber mat

flat with  
rubber mat

Centrifugation radius (cm) 14.8 15.0 15.0 15.0 15.0 15.5 15.7 15.0 15.0 16.1 15.5 15.7 15.0 15.0 15.0

Max. RCF (g-force) 4,100 4,200 4,200 4,200 4,200 4,300 4,400 4,200 4,200 4,500 4,300 4,400 4,200 4,200 4,200

Order no. (set of 2) 5804 751.000 5804 750.004 5804 752.007 5804 753.003 5804 754.000 5804 755.006 5804 717.007 5804 756.002 5804 757.009 5804 706.005*6 5804 758.005 5804 718.003 5804 759.001 5804 760.000 5804 761.006
*1 �Aerosol-tightness tested by Health Protection Agency, Porton Down, UK.
*2 �Exceeding the maximum tube length may reduce the loading capacity of the rotor.  

Please perform a manual swing-out test before starting the centrifuge run to make  
sure the tubes do not hit the rotor yoke.

*3 �For high g-forces we recommend using centrifuge tubes of Duran® glass. 
*4 �Reordering of 50 mL form inserts: 5804 728.009.
*5 �Max. load per bucket: 140 grams.
*6 Set of 4.
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Rotor A-2-DWP-AT and A-2-DWP

Aerosol-tight*1 deepwell plate Rotor A-2-DWP-AT*2

>> �For use in Centrifuge 5810/5810 R only
>> Max. speed: 3,486 × g (4,500 rpm)
>> �Rotor can handle up to  
– 2 × 6 MTP 
– 2 × 2 DWP 
– 2 × 1 Filtration plate kits
>> Maximum loading height of 67 mm (89 mm without lid)
>> �Rotor comes with aerosol-tight lids*1 for safe  
centrifugation of hazardous samples
>> Rotor and buckets are autoclavable

Deepwell plate Rotor A-2-DWP
>> �For use in Centrifuge 5804/5804 R and 5810/5810 R
>> Max. speed: 2,250 × g (3,700 rpm)
>> �Rotor can handle up to  
– 2 × 5 MTP 
– 2 × 4 Cell culture plates 
– 2 × 2 DWP 
– 2 × 1 Filtration plate kits
>> Maximum loading height of 89 mm
>> �Rotor and buckets are autoclavable

Ordering information
Description Max. rotational  

speed (rpm)
Max. rcf (× g) Rotor radius (cm) Order no.

Aerosol-tight deepwell plate Rotor A-2-DWP-AT*2

Rotor A-2-DWP-AT, incl. buckets, aerosol-tight lids  
and plate carrier

4,500 3,486 15.5 5820 710.004

Aerosol-tight lids*1 for rotor A-2-DWP-AT, set of 2 5820 713.003
Plate carrier, set of 2 5820 712.007
Spare buckets for A-2-DWP-AT, set of 2 5820 711.000
Spare seals, for aerosol-tight plate rotor lids, set of 2 5820 705.000
Deepwell plate Rotor A-2-DWP
Rotor A-2-DWP, incl. 2 deepwell plate buckets 3,700 2,250 14.7 5804 740.009
Spare buckets for A-2-DWP, set of 2 5804 743.008
Spare rubber base plate for A-2-DWP buckets, set of 2 5427 702.008
*1 �Aerosol-tightness is tested and certified by Health Protection Agency, Porton Down, UK.
*2 �Please note that a software upgrade may be necessary for older centrifuges when using Rotor A-2-DWP-AT.  

Please contact your local Eppendorf organization or dealer for further information.



IsoRack adapter
 >  IsoRack adapters to support 0.5 mL and 
1.5/2 mL IsoRacks during centrifugation
 >  Adapters can be used in Eppendorf plate rotors 
A-2-DWP, A-4-81-MTP/Flex and S-4-104

CombiSlide® adapter
 >  Designed for drying slides after hybridization 
experiments
 >  Adapter can hold up to 12 regular glass slides
 >  Removable inserts allow centrifugation of glass slides 
across and parallel to the direction of rotation
 >  Adapters can be used in all Eppendorf plate rotors

PCR plate adapter (PCR 96)
 >  PCR plate adapters are designed to support 
thin-walled PCR plate wells during centrifugation 
 >  Available for 96-well and 384-well PCR plates
 >  Adapters can be used in all Eppendorf plate rotors

Cell culture fl ask adapter
 >  Adapter to spin down cell cultures directly in a 
cell culture fl ask
 > Suitable for 25 cm2 and selective 75 cm2 fl asks*

 >  Adapters can be used in Eppendorf plate rotors 
S-4-104, A-4-81-MTP/Flex and A-4-62-MTP

Ordering information
Description Order no.
Adapter PCR 96-well plate, set of 2 5825 711.009
Adapter PCR 384-well plate, set of 2 5825 713.001
Adapter, for cell culture flasks, set of 2 5825 719.000
Adapter, for IsoRack 24 × 0.5 mL tubes, set of 2 5825 708.008
Adapter, for IsoRack 24 × 1.5/2 mL tubes, set of 2 5825 709.004
CombiSlide® adapter, for up to 12 glass slides, set of 2 5825 706.005
* Please contact your local Eppendorf organization or dealer for further information.
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Tube

Common volumes (mL) 1.5/2 13 × 75 mm 13 × 100 mm 4–10 Eppendorf Tube® 
5.0 mL

15 mL conical 15–18 20–30 50 50 mL conical 85*2

Max. tube diameter (Ø mm) 11 13 13 16 17 17 18 26 29 29 38

Max. tube height for use lid (mm) 110 90 110 112 104 123 123 123 123 121 121

Adapter options 
for Rotor F-34-6-38

no adapter 
needed

Capacity per adapter/rotor 4/24 3/18 3/18 2/12 1/6 1/6 1/6 1/6 1/6 1/6 1/6

Adapter bottom shape round flat flat round conical conical round round round conical round

Centrifugation radius (cm) 11.3 10.6 11.4 11.2 10.5 10.7 10.9 11.0 11.2 10.8 11.5

RCF (g-force) at 
at 12,100 rpm (5810 R)
at 11,000 rpm (5804/5804 R/5810)

18,200
15,300

17,070 
14,340

18,350 
15,420

18,000 
15,150

16,824
14,150

17,200 
14,450

17,550 
14,750

17,700 
14,900

18,000 
15,150

17,400 
14,600

18,500 
15,500

Order no. (set of 2) 5804 770.005 5804 738.004 5804 739.000 5804 771.001 5804 777.000 5804 776.003 5804 772.008 5804 773.004 5804 774.000 5804 775.007 –
*1 Max. speed in Centrifuge 5810 R, lower speed applies to Centrifuge 5804/5804R/5810.
*2  Nominal tube volume as published by the tube manufacturer.

Product features
 >  High-speed rotor for molecular applications in tubes 
from 0.2 mL to 85 mL
 >  Max. speed 18,500 × g (12,000 rpm) in 
Centrifuge 5810 R or 15,500 × g (11,000 rpm) 
in 5804/5804R/5810
 > Low rotor weight (3.2 kg) for easy handling 
 >  34° borehole angle reduces pellet smears along 
tube wall
 > Anodized aluminum for high chemical resistance
 > Rotor, lid and adapters are autoclavable

Rotor F-34-6-38



Tube

Common volumes (mL) 1.5/2 13 × 75 mm 13 × 100 mm 4–10 Eppendorf Tube® 
5.0 mL

15 mL conical 15–18 20–30 50 50 mL conical 85*2

Max. tube diameter (Ø mm) 11 13 13 16 17 17 18 26 29 29 38

Max. tube height for use lid (mm) 110 90 110 112 104 123 123 123 123 121 121

Adapter options  
for Rotor F-34-6-38

no adapter  
needed

Capacity per adapter/rotor 4/24 3/18 3/18 2/12 1/6 1/6 1/6 1/6 1/6 1/6 1/6

Adapter bottom shape round flat flat round conical conical round round round conical round

Centrifugation radius (cm) 11.3 10.6 11.4 11.2 10.5 10.7 10.9 11.0 11.2 10.8 11.5

RCF (g-force) at 
at 12,100 rpm (5810 R)
at 11,000 rpm (5804/5804 R/5810)

18,200 
15,300

17,070  
14,340

18,350  
15,420

18,000  
15,150

16,824 
14,150

17,200  
14,450

17,550  
14,750

17,700  
14,900

18,000  
15,150

17,400  
14,600

18,500  
15,500

Order no. (set of 2) 5804 770.005 5804 738.004 5804 739.000 5804 771.001 5804 777.000 5804 776.003 5804 772.008 5804 773.004 5804 774.000 5804 775.007 –
*1 Max. speed in Centrifuge 5810 R, lower speed applies to Centrifuge 5804/5804R/5810.
*2 �Nominal tube volume as published by the tube manufacturer.

Ordering information
Description Max. rot. speed (rpm) Max. rcf (× g) Rotor radius (cm) Order no.
Fixed-angle Rotor F-34-6-38					   
Rotor F-34-6-38 for 6 × 85 mL tubes incl. rotor lid 11,000/12,000*1 15,500/18,500*1 11.5 5804 727.002
Replacement rotor lid, for rotor F-34-6-38 5804 727.509
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Product features
 >  High-speed rotor for applications in tubes from 5–50 mL
 >  Max. speed 20,130 × g (12,100 rpm) in 
Centrifuge 5810 R or 16,639 × g (11,000 rpm) in 
5804/5804R/5810
 > Eppendorf QuickLock rotor lid for fast lid locking
 >  Aerosol-tight*1 for safe centrifugation of 
hazardous samples
 > Low rotor weight (3.2 kg) for easy lifting 
 > Anodized aluminum for high chemical resistance
 > 45° borehole angle minimizes pellets smear
 > Rotor, lid and adapters are autoclavable

Rotor FA-45-6-30

Tube

Common volumes (mL) 2.6–5
13 × 75 mm

4–8
13 × 100 mm

5.5–10
16 × 75 mm

7.5–12
16 × 100 mm

Eppendorf Tube® 
5.0 mL

7–17 15 mL 
conical

15–18 20–30 35 50

Max. tube diameter (Ø mm) 13 13 16 16 17 17.5 17 18 26 29 31

Max. tube height for use with 
aerosol-tight lid*1 (mm) 119 119 119 119 121 122 125 125 125 125 121

Adapter options 
for Rotor FA-45-6-30

no adapter 
needed

Capacity per adapter/rotor 1/6 1/6 1/6 1/6 1/6 1/6 1/6 1/6 1/6 1/6 1/6

Adapter bottom shape round round round round conical round conical round round conical conical

Centrifugation radius (cm) 12.0 12.0 12.0 12.0 12.1 12.0 12.0 12.0 10.5 11.2 12.3

RCF (g-force) at 
at 12,100 rpm (5810 R)
at 11,000 rpm (5804/5804 R/5810)

19,246
16,233

19,246
16,233

19,246
16,233

19,246
16,233

19,806
16,369

19,246
16,233

19,246
16,223

19,246
16,223

17,187
14,204

18,333
16,161

20,130
16,639

Order no. (set of 2) 5820 726.008 5820 725.001 5820 728.000 5820 727.004 5820 730.005 5820 729.007 5820 717.009 5820 720.000 5820 721.006 5820 722.002 –

*1 Aerosol-tightness tested by Health Protection Agency, Porton Down, UK.
*2 Max. speed in Centrifuge 5810 R, lower speed applies to Centrifuge 5804/5804R/5810.
*3  Please note that a software upgrade may be necessary for older centrifuges when using Rotor FA-45-6-30. 

Please contact your local Eppendorf organization or dealer for further information.



Tube

Common volumes (mL) 2.6–5
13 × 75 mm

4–8
13 × 100 mm

5.5–10
16 × 75 mm

7.5–12
16 × 100 mm

Eppendorf Tube® 
5.0 mL

7–17 15 mL  
conical

15–18 20–30 35 50

Max. tube diameter (Ø mm) 13 13 16 16 17 17.5 17 18 26 29 31

Max. tube height for use with 
aerosol-tight lid*1 (mm) 119 119 119 119 121 122 125 125 125 125 121

Adapter options  
for Rotor FA-45-6-30

no adapter  
needed

Capacity per adapter/rotor 1/6 1/6 1/6 1/6 1/6 1/6 1/6 1/6 1/6 1/6 1/6

Adapter bottom shape round round round round conical round conical round round conical conical

Centrifugation radius (cm) 12.0 12.0 12.0 12.0 12.1 12.0 12.0 12.0 10.5 11.2 12.3

RCF (g-force) at 
at 12,100 rpm (5810 R)
at 11,000 rpm (5804/5804 R/5810)

19,246 
16,233

19,246 
16,233

19,246 
16,233

19,246 
16,233

19,806 
16,369

19,246 
16,233

19,246 
16,223

19,246 
16,223

17,187 
14,204

 
18,333 
16,161

 
20,130 
16,639

Order no. (set of 2) 5820 726.008 5820 725.001 5820 728.000 5820 727.004 5820 730.005 5820 729.007 5820 717.009 5820 720.000 5820 721.006 5820 722.002 –

*1 Aerosol-tightness tested by Health Protection Agency, Porton Down, UK.
*2 Max. speed in Centrifuge 5810 R, lower speed applies to Centrifuge 5804/5804R/5810.
*3 �Please note that a software upgrade may be necessary for older centrifuges when using Rotor FA-45-6-30.  

Please contact your local Eppendorf organization or dealer for further information.
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Ordering information
Description Max. rot. speed (rpm) Max. rcf (× g) Rotor radius (cm) Order no.
Aerosol-tight Rotor FA-45-6-30*3					   
Rotor FA-45-6-30, incl. aerosol-tight  
Eppendorf QuickLock® lid

11,000/12,100*2 16,639/20,130*2 12.3 5820 715.006

Rotor lid, for rotor FA-45-6-30 5820 716.002



Rotor FA-45-20-17*1

>> �20 places for Eppendorf Tube® 5.0 mL
>> Max. speed: 20,913 × g (13,100 rpm)
>> Eppendorf QuickLock rotor lid for fast lid locking
>> Rotor, lid and adapters are autoclavable
>> Anodized aluminum for high chemical resistance

Rotor F-35-48-17*1

>> �High-capacity fixed-angle rotor for  
15 mL conical and glass tubes
>> Max. speed: 5,005 × g (5,500 rpm)
>> Form inserts for 15 mL conical tubes

Ordering information

Description Max. rot. speed (rpm) Max. rcf (× g) Rotor radius (cm) Order no.

Fixed-angle Rotor F-35-48-17

Includes 48 steel sleeves for 15 mL tubes,
with 40 conical inserts and 48 rubber mats

5,500 5,005 14.8 5820 772.000

Includes 24 steel sleeves for 15 mL tubes,
with 24 conical inserts and 24 rubber mats

5,500 5,005 14.8 5820 771.003

Fixed-angle rotor FA-45-20-17

Rotor FA-45-20-17, 20 × 5.0 mL,
incl. aerosol-tight Eppendorf QuickLock® rotor lid

13,100 20,913 10.9 5820 765.003

Adapter for 1.5/2.0 mL tubes, set of 4 13,100 18,323 9.5 5820 768.002

Adapter for cryogenic vials, set of 4 13,100 18,802 9.8 5820 769.009

Adapter for HPLC tubes, set of 4 13,100 17,651 9.8 5820 770.007
*1 �Please note that a software upgrade will be necessary for older centrifuges when using Rotor F-35-48-17 or FA-45-20-17.  

Please contact your local Eppendorf organization or dealer for further information. 

Rotor F-35-48-17 and FA-45-20-17



Drum Rotor T-60-11
 > High capacity for 60 × 1.5/2.0 mL tubes
 > Max. speed: 16,400 × g (14,000 rpm)
 >  Horizontal centrifugation for pellet formation 
at tube bottom—ideal for low sample quantities

Rotor FA-45-48-11*3

 > 48 places for 1.5/2.0 mL tubes
 > Max. speed: 19,083 × g (max. 13,000 rpm)
 > Eppendorf QuickLock rotor lid for fast lid locking
 >  Aerosol-tight*2 for safe centrifugation of 
hazardous samples
 > Anodized aluminum for high chemical resistance
 > Rotor and lid are autoclavable

Rotor F-45-48-PCR
 >  Accommodates up to 6 × 5/8-tube PCR strips 
or 48 × 0.2 mL PCR tubes
 > Safe and easy handling without additional lid

Rotors F-45-30-11 and FA-45-30-11
 >  30 places for 1.5/2.0 mL tubes
 >  Max. speed: 20,800 × g (14,000 rpm) 
 >  Rotor FA-45-30-11 comes with aerosol-tight*2 lid for 
safe centrifugation of hazardous samples
 > Rotors and lids are autoclavable  

Ordering information
Description Max. rot. speed 

(rpm)
Max. rcf (× g) Rotor radius (cm) Order no.

Rotor FA-45-48-11, incl. aerosol-tight Eppendorf 
QuickLock® rotor lid

13,000 19,803 10.1 5820 760.001

Rotor FA-45-30-11, 30 × 1.5/2.0 mL, with aluminum lid, 
aerosol-tight*1

14,000 20,800 9.5 5804 726.006

Rotor F-45-30-11, 30 × 1.5/2.0 mL, with aluminum lid 14,000 20,800 9.5 5804 715.004
Adapter for 0.2 mL PCR tubes (for 1.5/2 mL rotors), set of 6 14,000 16,200 7.4 5425 715.005
Adapter for 0.4 mL tubes (for 1.5/2 mL rotors), set of 6 14,000 20,800 9.5 5425 717.008
Adapter for 0.5 mL tubes (for 1.5/2 mL rotors), set of 6 14,000 18,400 8.4 5425 716.001
Adapter for BD Microtainer® (for 1.5/2 mL rotors), set of 6 14,000 20,800 9.5 5425 716.001
Drum rotor T-60-11, with lid, without adapters 14,000 16,400 7.5 5804 730.003
Adapter for 10 × 1.5/2 mL tubes (Ø 11 mm), set of 6 14,000 16,400 7.5 5804 731.000
Adapter for 20 × 0.4 mL tubes (Ø 6 mm), set of 6 14,000 16,400 7.5 5804 732.006
Rotor F-45-48-PCR, for 6 × 8-tube PCR strips 12,000 15,350 9.5 5804 735.005
*2  Aerosol-tightness is tested and certified by Health Protection Agency, Porton Down, UK.
*3  Please note that a software upgrade will be necessary for older centrifuges when using Rotor FA-45-48-11. 

Please contact your local Eppendorf organization or dealer for further information.
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Centrifuge 5804/5804 R and 5810/5810 R

�If space is a limited resource in your lab,  
Eppendorf’s rolling cabinet can give you the 
freedom and flexibility to use your Centrifuge 
5804/5804 R or 5810/5810 R wherever you need 
it. Use the rolling cabinet if there is not enough 
space on the regular lab bench or to transport  
and use the centrifuge in other labs. 

The included drawer provides extra storage  
space for your rotors and adapters. 

>> �Rolling cabinet with closed centrifuge  
fits under standard 90 cm lab benches
>> With 4 castors (2 lockable) and drawer
>> Dimensions: W × D × H: 70 × 45 × 62 cm

Ordering information
Description Order no.
Rolling cabinet, for Centrifuge 5804/5804 R and 5810/5810 R 5821 020.010

Rolling cabinet

Technical specifications

Description Centrifuge 5804 Centrifuge 5804 R Centrifuge 5810 Centrifuge 5810 R
Max. rcf
> Fixed-angle rotor 20,913 × g 20,913 × g 20,913 × g 20,913 × g
> Swing-bucket rotor 4,500 × g 4,500 × g 4,500 × g 4,500 × g
> Plate rotor 2,250 × g 2,250 × g 3,486 × g 3,486 × g
Speed 200–14,000 rpm (in 10 rpm increments)
Max. capacity 4 × 250 mL 4 × 250 mL 4 × 750 mL 4 × 750 mL
Rotor options 12 12 18 18
Accel./Braking ramps 10/10
Programs 35 user programs
Timer 1 min. to 99 min, with continuous mode, short spin
Temperature control range N/A −9 °C to 40 °C N/A –9 °C to 40 °C
Noise level
> Rotor S-4-104 (4 × 750 mL) <70 dB(A) <56 dB(A)
> Rotor S-4-72 (4 × 250 mL) <62 dB(A) <58 dB(A)
> Rotor FA-45-6-30 (6 × 50 mL) <55 dB(A) <54 dB(A) <56 dB(A) <55 dB(A)
Power supply 230 V/50–60 Hz 230 V/50–60 Hz 230 V/50–60 Hz 230 V/50–60 Hz
Power requirement Max. 900 W Max. 1,650 W Max. 900 W Max. 1,650 W
Dimensions (W × D × H) 47 × 55 × 34 cm 64 × 55 × 34 cm 54 × 61 × 35 cm 70 × 61 × 35 cm
Access height 28 cm 28 cm 28 cm 28 cm
Height with open lid 74 cm 74 cm 80 cm 80 cm
Weight without rotor 55 kg 80 kg 68 kg 99 kg

Watch video!



Centrifuge packages for Cell Culture applications

Ordering information

Cell culture centrifuge packages* Max. capacity of  
conical tubes per rotor

Order no. 

Centrifuge 5804, with Rotor A-4-44 incl. adapters for 15 mL / 50 mL conical tubes, GB-plug 16 × 15 mL / 4 × 50 mL 5804 000.366

Centrifuge 5804 R, refrigerated, with Rotor A-4-44  
incl. adapters for 15 mL / 50 mL conical tubes, GB-plug

16 × 15 mL / 4 × 50 mL 5805 000.360

Centrifuge 5804, with Rotor S-4-72 incl. adapters for 15 mL / 50 mL conical tubes, GB-plug  NEW 32 × 15 mL / 16 × 50 mL 5804 000.560

Centrifuge 5804 R, refrigerated, with Rotor S-4-72  
incl. adapters for 15 mL / 50 mL conical tubes, GB-plug  NEW

32 × 15 mL / 16 × 50 mL 5805 000.661

Centrifuge 5810, with Rotor A-4-62 incl. adapters for 15 mL / 50 mL conical tubes, GB-plug 36 × 15 mL / 16 × 50 mL 5810 000.360

Centrifuge 5810 R, refrigerated, with Rotor A-4-62  
incl. adapters for 15 mL / 50 mL conical tubes, GB-plug

36 × 15 mL / 16 × 50 mL 5811 000.363

Centrifuge 5810, with Rotor A-4-81 incl. adapters for 15 mL / 50 mL conical tubes, GB-plug 48 × 15 mL /  20 × 50 mL 5810 000.467

Centrifuge 5810 R, refrigerated, with Rotor A-4-81  
incl. adapters for 15 mL / 50 mL conical tubes, GB-plug

48 × 15 mL /  20 × 50 mL 5811 000.460

Centrifuge 5810, with Rotor S-4-104 incl. adapters for 15 mL / 50 mL conical tubes, GB-plug  NEW 56 × 15 mL /  28 × 50 mL 5810 000.564

Centrifuge 5810 R, refrigerated, with Rotor S-4-104  
incl. adapters for 15 mL / 50 mL conical tubes, GB-plug  NEW

56 × 15 mL /  28 × 50 mL 5811 000.665

*230 V/50–60 Hz
Technical specifications subject to change. Errors and omissions excepted.
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Eppendorf Microcentrifuges

MiniSpin® MiniSpin plus 5418 5418 R 5424 5424 R 5427 R 5430 5430 R

Model Entry-level Entry-level Medium capacity for  
molecular biology

The laboratory standard High 
throughput

Microcentrifuge with  
multipurpose capabilities

Capacity 12 × 1.5/2 mL 12 × 1.5/2 mL 18 × 1.5/2 mL 24 × 1.5/2 mL 48 × 1.5/2 mL 48 × 1.5/2 mL 
(6 × 15/50 mL, 2 × MTP)

Max. speed 
(RCF)

12,100 × g 14,100 × g 16,873 × g 20,238 × g 21,130 × g 25,000 × g 30,130 × g

Max. rpm 13,400 14,500 14,000 14,680 15,000 16,220 17,500

Rotor options 2 2 1 4 9 12

Temperature 
settings

0 °C to 40 °C −10 °C to 40 °C −10 °C to 40 °C −11 °C to 40 °C

Order no. 5452 000.069 5453 000.062 5418 000.068 5401 000.064 5424 000.665 5404 000.669 5409 000.063 5427 000.666 5428 000.660

Eppendorf Multipurpose Centrifuges

5702 5702 R 5702 RH 5804 5804 R 5810 5810 R

Model Low speed centrifuge optimized for 
medium capacity needs in clinical 

research and cell culture labs

Active heating  
and cooling for 

high temperature  
accuracy to  

maximize cell 
viability (e.g.  

cell transfection)

Compact high speed centrifuge  
for medium capacity needs.  
With swing-bucket rotor and  

deepwell plate capacity

The workhorse for mid to  
high-throughput laboratories: 

Highly versatile, high speed and 
high plate capacity

Capacity 4 × 100 mL 4 × 250 mL 4 × 750 mL

– Conical tubes 20 × 15 mL/4 × 50 mL 40 × 15 mL/16 × 50 mL 56 × 15 mL/28 × 50 mL

– Blood collection tubes 36 × 13 mm/30 × 16 mm 56 × 13 mm/52 × 16 mm 100 × 13 mm/80 × 16 mm

– Plates – 10 × MTP/2 × DWP 16 × MTP/4 × DWP

Max. speed (RCF) 3,000 × g 20,913 × g 20,913 × g

Max. rpm 4,400 14,000 14,000

Rotor options 6 12 18

Temperature settings −9 °C to 40 °C −9 °C to 42 °C −9 °C to 40 °C −9 °C to 40 °C

Order no. 5702 000.060 5703 000.063 5704 000.067 5804 000.064 5805 000.068 5810 000.068 5811 000.061

Technical specifications subject to change. Errors and omissions excepted. 
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